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DETAIL A
SCALE 1 : 4

Art. No. FEN1838AQU - 6201468

800mm Hinged Double Door Quad

Glass thickness 8mm
Easy-clean glass coating
Wall profile adjustment 20mm per profile

FRONT VIEW SIDE VIEW EXTERIOR VIEW

TOP VIEW - OPENING

SPACE REQUIREMENTS
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DETAIL A
SCALE 1 : 4

Art. No. FEN1839AQU - 6201475

900mm Double Door Hinged Quadrant

Glass thickness 8mm
Easy-clean glass coating
Wall profile adjustment 20mm per profile

FRONT VIEW SIDE VIEW EXTERIOR VIEW

TOP VIEW - OPENING

SPACE REQUIREMENTS



 376 

 246 
 2

46
 

 1165mm MIN - 1185mm MAX 
 7

65
m

m
 M

IN
 - 

78
5m

m
 M

AX
 

72
0m

m M
AX D

OOR

ENTRY W
ID

TH

 2
00

0 

 2
64

 
 1

50
0 

 1
01

0 

 24 

 4
2.

5 

DETAIL A
SCALE 1 : 4

Art. No. FEN1840AQU - 6201482

800x1200mm Hinged Double Door Offset Quad

Glass thickness 8mm
Easy-clean glass coating
Wall profile adjustment 20mm per profile
Reversible for right and left hand installation

FRONT VIEW SIDE VIEW EXTERIOR VIEW

TOP VIEW - OPENING

SPACE REQUIREMENTS
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DETAIL A
SCALE 1 : 4

Art. No. FEN1841AQU - 6201499

900x1200mm Hinged Double Door Offset Quad

Glass thickness 8mm
Easy-clean glass coating
Wall profile adjustment 20mm per profile
Reversible for right and left hand installation

FRONT VIEW SIDE VIEW EXTERIOR VIEW

TOP VIEW - OPENING

SPACE REQUIREMENTS


